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Option DPO for the WattNode® Pulse meter adds an extra pulse output channel for positive real energy on the P3 output. This allows the WattNode Pulse meter to be easily connected to two different devices, such as a display and a data logger. Option DPO has the following the pulse output channels:

	P1 – Positive real energy (sum of all phases).
	P2 – Negative real energy (sum of all phases).
	P3 – Positive real energy (sum of all phases).


The P1 and P2 outputs are exactly the same as the standard bidirectional pulse WattNode meter. The P3 output is generally the same as the P1 output unless you order a custom full-scale pulse frequency for the P3 pulse channel.

For details, see MS-11-WNB-Pulse-Option-DPO.pdf.

See Also

	WattNode Pulse – Model Selector
	Advanced Pulse WattNode – Options
	Advanced Pulse WattNode – Overview







											

				

				
			


			
				
	
			
				Contact Technical Support

For help troubleshooting problems and technical questions, please send an email to Technical Support.

In addition to your contact information, please include the CCS part number(s) that you have and a description of the symptoms and issues.




For help in selecting part numbers for a job quote, please attach plans, specifications, and electrical drawings, if available. For help selecting CTs, photos of conductors where CTs will be installed are helpful.




You can also click on the Submit a Ticket button below and fill out the form. 


Submit a Ticket
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Continental Control Systems

2150 Miller Dr, Ste A

Longmont, CO 80501



Main: (303) 444-7422


Toll Free: (888) 928-8663


Fax: (303) 444-2903

Sales and Customer Support: 
sales.ccs@socomec.com

Technical Support: 

(617) 245-0447

tech.us@socomec.com
	
Web Site: ctlsys.com
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